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ABSTRACT 
The induction plasma heating system  has been  studied and optimized. A reliable 
80 k W  3 in.  diameter  sheath  system  has been developed which permits efficiently  heating 
argon  core  gas  to  arc  temperatures  surrounded by a high velocity  sheath of hydrogen. 
This unit  will permit  studies of mixing, fuel addition  and other  related phenomena asso- 
ciated with such a heat  addition system.  Other  studies of hydrogen heating and particle . 
injection  into  the a rc  are described. 
V 
INDUCTION PLASMA HEATING: SYSTEM  PERFORMANCE,  HYDROGEN 
OPERATION AND GAS CORE REACTOR SIMULATOR DEVELOPMENT 
By Merle L. Thorpe 
SUMMARY 
The objectives of this  experimental  program  were  first  to  demonstrate 
pure  hydrogen  heating  with a n  induction  device  and  thereby  produce  large  di- 
ameter  high  temperature  hydrogen  streams so that  absorption  studies  could  be 
made,  and  secondly,  develop  an  induction  plasma  heating  system  which  would 
permit  pumping  large  amounts of power  into a low  velocity  argon  core  surrounded 
by a high  velocity  sheath of hydrogen,  this  latter  system  to  act as  a simulator 
for a gas  core  nuclear  reactor  and  thereby  permit  studies of mixing,  heat  addi- 
tion,  radiation  and  gas  retention times within  such a proposed  reactor  motor. 
The induction  heating  system  has  been  carefully  studied  calorimetrical- 
ly and its performance optimized. Devices have been developed to permit con- 
tinuous  operation  on  premixed  mixtures of hydrogen-argon  up  to 70 percent  with 
overall power coupling efficiencies in the range of 70  percent.   I t   has  also  been 
demonstrated  that  either  higher  powers  than 60 k W  at  4 MHz or higher  frequen- 
cies will  be  required  to  achieve  pure  hydrogen  operation  at  one  atmosphere  with 
this  type of gas  heating  device.  
A 3 in.  diameter  high  velocity  hydrogen-argon  sheath  simulator  has 
been  operated a t  4 MHz and 60 k W  r . f .  using 1 2 0  SCFH of argon  and  over 4 , 0 0 0  
SCFH of hydrogen at  one  atmosphere. A t  the  beginning of this program a design 
objective of 30:l  hydrogen  to  argon  velocity  ratio  with  equal  areas of sheath  and 
central argon core was established. A continuously operating, reliable system 
has  been  developed  with  this  capability. 
1NTRODUC.TION 
The gas  core  reactor is one of the  schemes  proposed  for  high  thrust 
deep space propulsion. Such a system is schematically shown in Fig. 1. It 
will  involve a fissioning  core of uranium  producing a temperature  in  the  order 
. . . 
of 50 , OOO°K. with a cool   sheath of hydrogen  surrounding it to  carry  away 
the  heat  and act as the propulsion fluid. The hydrogen gas will be seeded 
with a material  like  carbon  black to approximately 3 percent  by  weight.  Thus , 
carbon  black  will  absorb  energy from the  uranium  and  heat  the  hydrogen  and 
wi l l   a l so  act as a radiation  shield  to  prevent  overheating of the  chamber  walls. 
In  anticipation of the  possible  development of the  gas  core  reactor 
or  other  nuclear  propulsion  devices  using  hot  hydrogen,  basic  knowledge 
will  be  required  in  areas  of  the  mixing  and  stabilization  mechanisms  which 
are  l ikely  to  occur  in  such a unit,  the  attainment of a long  retention t i m e  of 
material  in  the  central  heat  generation  core,  maximizing  the  ratio of hydrogen 
consumed  per  pound of fissioning  material,  and  the  amount of heat  absorbed 
by  clean  and  seeded  hydrogen  under  such  high  radiant f lux  conditions. 
This  experimental  program  was  undertaken  for  two main reasons:  f irst ,  
the  induction  plasma  generator is a unique electric simulator of the  nuclear 
gas  core  reactor;  and  secondly,  the  induction  plasma  generator  operating  on 
pure  hydrogen  would  produce  large  diameter  high  temperature  hydrogen streams 
which  can  be  used  for  transmissivity  studies  to  furnish a more basic  under- 
standing of the  properties of hydrogen  used  in  such  propulsion  devices. 
Fig. 2 shows  the  similarity of the  induction  plasma gas heater  to  the  pro- 
posed gas core reactor.  Electrical energy is coupled into the hot central core by 
an  intense  high  frequency  f ield , generated  by  the  coil  surrounding it. A low 
velocity  core of argon  simulates  the  uranium  and  the  high  velocity  sheath of 
hydrogen  gas is blown  by  the  hot  core  removing  heat  and  protecting  the  con- 
tainment walls. Once perfected, the simulator presents a unique electrical 
method of simulating  the  central  core  heat  addition  mechanism  and  provides a 
model  for  studying  mixing,  radiation,  and  other  related  phenomena  to  permit a 
better  understanding of important  mechanisms  and  to  check  existing  mathemat- 
ical model predictions. Once the simplified electrical model is understood and 
operating  within  desired  operating limits it can  obviously  be  made more l i k e  the 
proposed  gas  core  reactor  by use of porous  or  louvered  walls,  properly  shaped 
exit nozzles  and  higher  chamber  pressures. 
A s  mentioned  previously,  the  second  objective of th i s  program  involves 
operating  an  induction  plasma  system  on  pure  hydrogen a t  high exit plasma  en- 
thalpies .  
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At  the beginning of this program to our knowledge no one had ever 
run  the  sheath  gas or pure  hydrogen  induction  heating  systems  proposed  and 
discussed above. The TAFA Division of Humphreys Corporation, however, 
has  had  many  years  experience in the  direct  current  and  induction  plasma 
heating field having developed tested and marketed a l ine of standard com- 
mercial induction plasma generators for heating gases like air nitrogen oxy- 
gen,  and  argon-hydrogen  mixtures  at  power  levels  in  the  range of 200 kW. It  
appeared from this work our many years of experience with c plasma gen- 
erators and the preliminary tests described in NASA CR-657 that operation 
of a sheath gas system  and a pure  hydrogen  system  appeared  feasible.  Hence 
this  program was  undertaken. 
f! 
Apparatus  and  Procedure 
This  program  involved  using  existing  and  modified  high  frequency  and 
dc  plasma  generating  systems at the TAFA facility. The init ial  phases of the 
program were  involved  with  calorimetric  instrumentation of these  systems  in 
order  that a baseline of performance  could  be  established  and so that perform- 
ance  of each  system  operated  and  modification  thereof  could  be  completely 
monitored and compared. The induction heating system used for th i s  work is 
shown in Fig.  3 .  It   consists of a conventional 90  kW dc  plate  power TAFA in- 
duction  plasma  system. The large  power  unit a t   t he  left contains  the 1 2  , 000 
volt ,  7 . 5  ampere dc power supply. High voltage , low current power is trans- 
mitted from this  unit  either  to a 450 KHz circuit  in  the  power  unit  or  through  the 
coaxial lines shown  to  a  remote, 4 MHz oscillator  tank  which  includes  the ca- 
pacitor and series tuning inductor. The induction plasma generator is shown 
attached  to  the 450 KHz circuit. The control  unit  used  to  operate  this  system 
is also  shown.  I t   consists of a bank of plasma forming gas flowmeters, power 
supply  controls  and  meters,  and a Leeds and Northrup Speedomax H Model R 
indicating  millivolt  meter  with a 1 6  position  switch  for  measuring  temperature 
rise  in  the  cooling  water  passing  through each component of the  system. 
Induction system. - The induction  plasma  system  utilized  in th i s  pro- 
gram was a standard  unit  manufactured  by TAFA and  operates in the  range of 
2-8 MHz. This frequency range was chosen for two reasons; first, its avail- 
ability, and secondly the fact that previous experience had demonstrated that 
plasmas of diatomic  gases l i k e  nitrogen  and  oxygen  could  be  simply  initiated 
and  maintained  in  this  frequency  range. Some preliminary tests were conducted 
at   frequencies up to  1 4  MHz on a  machine  limited  to 20 k W  plate  power. 
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The heart  of the  induction  plasma  system is the  torch  which  consists 
of the  induction coil, water  cooling,  and a plasma  forming  gas  flow  pattern 
generator. TAFA has  developed  such  units  over  the  past  six years  and three 
are shown in Fig. 4 .  A quartz  tube is used as the  plasma  containing  wall  and 
high  velocity  water is passed over the  quartz  tube  and a closely wound inductor 
which carries high frequency current as shown in Fig. 2 .  This arrangement per- 
mi t s  the  inductor to be  located as  c lose  as possible  to the  load,   in   this  case the 
high  frequency  arc-heat  addition  region  and  thus  have  the  most  favorable  load  to 
coil  diameter  ratio  resulting  in maximum electric  power  transfer  into  the  gas. 
C,ooling of the  quartz  tube is absolutely  necessary  when  high  power  densities 
and  diatomic  gases  are  used. Throughout this   text ,   the   region  in   the  gas  stream 
where  the  high  frequency  power is added  and  raises  the  gas  temperature  to  par- 
tially ionized levels will  be  termed  the  arc  reqion  or  hiqh  frequency  arc. 
The  mechanism of power  transfer from the  coi l   to   the  hot   gas  is one of 
a step-down transformer. The multi-turn coil shown in Fig.  2 is supplied with 
high  frequency  current from the  power  unit. The high  frequency  arc acts as  a 
single  turn  loop of conductive  material  into  which  high  frequency  currents  are 
induced,  much as current  would  be  induced  in a thin  wal  ed steel tube  located 
in   the same position. The circulating currents produce I R heating of the  gas  
and  when  the  coil-arc  relationship is properly  maintained  power is transferred 
a t  high efficiency. Strangely enough, the arc acts as a solid body of material 
suspended  in  the  gas  stream much as a ping-pong ball is suspended  in  the ex- 
haust  stream from a fan. Correct velocity profiles become all important in stabi- 
lizing  the  arc  and  maintaining it within  the coil region. If symmetrical flow  pat- 
terns are not  produced  the  arc  will move off center  and  immediate  wall  failure  will 
ensue.  A s  power levels or  energy  densit ies  are  increased  or  progression is made 
from  monatomic to   diatomic  gases  , the   preciseness  of this  flow  pattern  becomes 
more and more important. Standard , production  gas  flow  pattern  generators  were 
utilized throughout these tests. They permit production of uniform , symmewical 
velocity profiles of variable geometry. This is accomplished by use of multiple 
gas inlets with independent flowmeters on each inlet. During most of the  in- 
vestigations three inlets were used. This involves independently metering the 
amount of axial gas  f low  along  the  wall  , the  swirl   gas  added  to  this axial flow, 
and  the axial flow  center  core  gas  which  consists of approximately 75 percent 
of the  total   tube area. 
b 
C.onventiona1  induction  heating  theory of metals2 shows  that  r . f .  heating 
takes   place  in  a thin  skin  on  the  outside of the  load  within  the  coil.  Such  heat- 
ing  mechanism  can  be  demonstrated  with  the  plasma by inserting a small diameter 
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water  cooled  probe  through  the axis of the arc region  and coil and  observing 
that a cold  region exists around  the  probe  and  that  the  coupling  efficiency, 
coil currents  and  voltages  do  not  change  when  such a probe is inserted. A 
second test involves  injecting a small diameter (1/8 in . )   gas  stream up the 
axis of the  torch (1 in.  diameter  induction  arc).  Under  these  circumstances 
a black  cold  region  can be observed  with  the arc becoming  an  annular  ring. 
Under  these  circumstances  the  plate  power meters and  grid  current  do  not 
change  when  the  probe  gas is turned  on  and off, thus  indicating  the electrical 
characterist ics of the  load are not  affected  when  the HF arc core is cooled. 
This  demonstrates  experimentally  that  heat  addition is occurring  near  the  out- 
s ide  of the  hot arc, not at its center core. A further  extension of this  theory 
would indicate the isotherms presented by Reed are incorrect. Maximum 
temperatures  occur  in  the  current  conducting  region  (skin)  near  the  outside of 
the  fire  ball  and  not at  its center. Reed’s measurements indicated maximum 
temperatures occurring on the axis. However, the author feels this  data  re- 
sulted from an  impro er symmetrical  model  assumption  that  the Abel inversion 
developed by Olsen 8 for a symmetrical   dc  arc  applies to the   r .  f .  system. 
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A schematic of the electrical circuit is shown in Fig.  5 .  The water 
flow  to  various  parts of the  circuit   was  isolated as  shown. A complete heat 
balance  was  simply  obtained  (since all components  between  the  oscillator 
tube  and  the  plasma  torch  were  water  cooled)  by  subtracting all heat   losses  
from the  dc  plate  power  impressed  on  the  oscillator  tube. A l l  reference  to 
efficiency  throughout  this  report is related  to plate power  efficiency, i .  e. 
the   dc  power  to  the  oscillator  tube is measured  with a n  ammeter  and  voltmeter, 
and   th i s ,   in   each   case ,  is considered 1 0 0  percent of the  power  impressed  on 
the  circuit .  The accuracy of the various components used in the calorimetering 
a r e  as  fol1ow.s: Plate amperes and volts - 2 percent; thermocouple system in- 
eluding Leeds  and  Northrup  indicator  1-3  percent  (recorder  has  accuracy of 
0 .3  percent of full  range);  water  flow by weight - 1 percent. 
+ 
+ 
A differential  thermocouple system was used  in  each  cooling  water 
l ine so that  the  temperature  rise  across  each  isolated  section of the  system 
could  be  measured.  When  taking a heat  balance a complete set of data  points 
could be recorded within 45  seconds.  In addition  to  this,  runs  were  reproduced 
when  discrepancies  appeared  or  unusual  trends  developed  to  assure  reliability. 
In the  case of plasma  operation it was  determined  that  the  heat  in  the plasma 
leaving  the  torch  could  be  determined  by  difference. A l l  cooling  water  losses 
which  included  the oscillator tube,  transmission  circuit,  and  torch  inductor  and 
torch  walls  were  subtracted from the  plate  power  input. The remaining energy 
was  assumed  to   be  in   the exit plasma. To check  this a special  calorimeter 
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shown  in  Fig.  6  was  mounted  on  the exit of the  torch  and  cooled  separately. 
This permitted collection of 100 percent of the  energy  in  the  system. Com- 
parative  data  showing - 5.75  percent  agreement is shown  in  Table I. + 
The bottom row of data  presented  in  Table I shows  agreement at both 
one atmosphere and vacuum operation. Typical measured energy distribution 
within the system is also  shown. The metal containing wall used (rather than 
quartz)  produced  an  unfavorable  load  to  coil  ratio  for  this  particular set of runs,  
which  appears  in  the  data as a reduced  amount of heat  in  the  gas  leaving  the 
torch. 
Metal load  calorimeters-. - To completely  understand  the  relationship 
of various  components  in  the  system,  to  determine  the maximum efficiencies 
which  could  be  achieved,  and  to  determine  the  difference  between metal and 
gas  loads  within  the  inductor  load  coil, a ser ies  of tests were  run  ,using  water 
cooled metal calorimeters. These calorimeters were inserted in the standard 
plasma  torches  used  for  this  work  to  determine  accurately  the effect of load to 
coil  diameter  ratio  and  separate  the  two  sources of heat   loss   to   the  torch  water ,  
i .e.  inductor 12R heating  and  radiation  and  convection from the  plasma. In 
addition  to  this , the  Calorimeters  could  be  run  in  conventional  copper  tube  load 
coils  without  the  torch,  simulating  torch  dimensions  to  determine  the  effect, if 
any ,  of copper  coil  cross  section  and  torch  design, i .e.  water  cooling  the  in- 
ductor by running  water  over  the  coil  rather  than  through it. The calorimeters 
used  for  these tests a r e  shown  in Fig.  7  and  consist  of standard  concentric 
steel pipes  with  pertinent  dimensions  given  in  the  table  below. 
Outside Diameter Inside Diameter Lenqth Material C,ooling Water Pipe Size 
.540 .3  64 1 2  in.  Steel  14.1b/min.  /4in. 
.840 . 622  1 2  in .   Steel  49 lb/min. 1/2 in.  
1.315  1.049 1 2  in.  Steel  75 lb/min. 1 in.  
1 . g o o  1 . 6 1 0  1 2  in .   Steel  75 lb/min. 1-1/2 in .  
2.875  2.469 1 2  in.  Steel  75 lb/min. 2-1/2 in .  
The calorimeters  were  operated at surface  temperatures  below 80OoF. , thus 
negligible  energy  was  lost  by  radiation. 
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Torches. - Al l  induction  plasma tests covered  in  this  report  were  run 
with one of three  standard TAFA torches or modifications  thereof. The three 
standard torches used are shown in Fig. 4 .  The Model 58 torch is a 1 in .  
uncooled  quartz  tube  with  gas  flow  pattern  generator.  The  coil  can  be  changed 
so that  it is either a pancake  design (flat) or of the  solenoid  type. The Model 
56  torch uses a 1 .5   in .  i .d.  quartz  tube  and is similar  in  construction  to  Fig. 
2 and 8 with  the  sheath gas section  removed. The Model 66 torch is an   en-  
larged  version of the  Model  56  torch  which can be  used  with  either 2 in.  or 
3 in .  i . d.  quartz  tubes. 
The Model 58 uncooled  design is limited  to less than  15 kW of r . f .  
power  and  oxygen  or  argon  operation.  It  was  used  only  for  the  particle  drop 
experiments reported. In some cases segmented metal walls were used inside 
the  quartz  tubing  in  the  Model 56 and 66 torches  to  protect   the  walls from ex- 
cessive  heat   f luxes at high  powers  and  high  hydrogen  concentrations.  In  the 
case of the metal walls,  the  water  to  the  torch  was  divided so tha t   hea t   losses  
to   the  metal walls  could  be  separated from torch  coi l   losses .  For viewing, a 
clear  acrylic (see Fig.  9)  was  substituted  for  the  standard  opaque  plastic  body 
for .the Model 56  and 6 6  torches. This permitted viewing the arc and coil regions 
of the  torch. In the case of sheath gas addition  in  the 6 6  torch a new  spacer  was 
inserted  in  the  center  section  in  the  torch  which  replaced  an  unused  region  in ex- 
isting  models  with a desired  sheath gas flow  pattern  generator. 
Procedure.- C,ollection of data was straightforward. In cases where the 
apparatus  could  be  run  continuously all parameters  were  adjusted  to  predetermined 
operating conditions and the unit allowed to come to equilibrium. Once the equilib 
rium  point  was  reached,  usually  within 60 seconds , all measurements  were  made. 
The water  pressure  to  the  machine  and all components  were  held  constant  with 
regulators,  however,  water  flows  were  measured  by  weighing  for  each  test. 
Results  and  Discussion 
A s  discussed  previously,  the  induction  plasma  heater  operates  by 
creating a conductive gas region  (arc)  within  the  load  coil,  maintaining  the 
arc's  position  with  the  proper gas flow  pattern,  and  then  surrounding  the  arc 
with a cooled containing wall which withstands the heat fluxes generated. To 
better  understand  reported  results  the  important  parameters  affecting  the  arc 
will   be  discussed at this  t i m e .  
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By operating  the  induction  system on loads of various  resistances  one 
can estimate the  reflected  resistance of the  arc  within  the  coil  when  operating 
on a gas .   I t  would appear from dc measurements by others that the tempera- 
ture of the  arc  in  which  currents  are  flowing is such  that  at least 10  percent 
ionization exists. The calculated resist ivit ies (at 10 percent of ionization) of 
various  gases  and a comparison of some  important  solid  and  plasma  properties 
is shown  in  the  following  table. 
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Enthalpy (5 , 7) Thermal  Pl sma  Temp- (5) 
Resistivity 1 0 %  Ionization  Conductivi  erature for 10% 
Material Ohm/cm. Kcal/mole  Btu/lb. kW/cm. OK 1x1 Ionization K 
Hydrogen 10-1 255 2 2 9 , 0 0 0  7 x 10 , 000 
Nitrogen 2 . 5  x 400 2 5  , 000 2 x 1 1 , 0 0 0  
0 
(6) 
(6) 
Argon 4,000 0 . 6  x 1 2  , 000 
Graphite 1 o - ~  -- " " 
Steel 2 x 
Copper 2 x " 
" " " 
" " 
(5) vonEngle , A: Ionized  Gases. Oxford University  Press , 
1965, p.  84 
(6) Reboux, J: Chalumeau a plasma haute frequence et 
hautes  temperatures.  Procede S . T.   E .  L .  - C . N .  R.  S . 
Vitry, 1962 
Processing. M .  I .  T.  Press , edited by  Baddour and Timmins , 
1967, p.  2 7  
(7) Reed, T .  B .  : The Application of Plasmas  to  Chemical 
(8) vonEngle , A, p . 2 7 1  (Thermal conductivity  averaged  over 
range 0-12 , 000 '~)  
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It  can  be  shown  that  the  resistance of an induction plasma is 
given by 
8 
where d = diameter of plasma 1 = length of plasma 
f = frequency of applied electrical energy, Q = re- 
s is t ivi ty  of the   gas  (as given previously) t /cI = mag- 
netic permeability (1 for non-magnetic materials) P 
= plasma resistance. 
The magnetic  permeability of steel is approximately 1 , 000 (plasma = 1) 
so the  res is tance of a steel calorimeter  load from the  above  equation  gives a 
very  good  simulation  for  argon or nitrogen  plasmas. The induction  generator, 
which is designed to heat  steel loads,   with a manufacturer's  rated  efficiency 
of 56 percent ,   in  fact is admirably suitable  for  the  generation of argon  and 
nitrogen  plasmas  with  efficiencies  over 70 percent. 
Figure 10  shows  schematically  the similarities between  the  dc arc and 
the  high  frequency arc and  the effect of various  gases  on  the  arc  configuration. 
The  upper  portion of this  f igure  i l lustrates three dc   a r c s  (of constant  length  and 
power)  and  the  influence of var ious  gases  on the effect known as thermal  pinch. 
The argon  arc is largest  since the  energy  required to ionize  this  monatomic  mole- 
c u l e  is relatively  low. The estimated  energy  to  ionize 1 0  percent of this   gas  is 
4 , 000 Btu/lb. (see previous  table). The arc  is therefore  relatively  large  in  di- 
ameter  and  the  thermal  pinch  due to the  surrounding gas small. When  the same 
arc  is run i n  a nitrogen  atmosphere  the  enthalpy  required  for 1 0  percent  ioniza- 
tion is approximately 2 5  , 000 Btu/lb. This increase  in  ionization  energy  comes 
about because of the  dissociation  energy  required  by  the  nitrogen. Note that  
the effect of the  resulting  increase  in  thermal  conductivity  (previous  table, 
column 5) is to   constr ic t   the  arc. This a lso  resul ts   in   an  increase  in   vol tage 
gradient  within  the arc, ra is ing  the  arc   vol tage from 20 volts  to  approximately 
60 volts under the same conditions. The very high thermal conductivity of 
hydrogen  extends  this  thermal  pinch effect still further,  resulting  in a higher 
rise  in  the  voltage of the  constant  length-constant  power  arc  to 1 2 0  volts.   I t  
should  be  noted  that  the  ionization  potential of argon,  nitrogen  and  hydrogen 
respectively  are 1 5 . 7 ,  1 4 . 5  and 13 . 6  ev;  and  they  in  no  way  contribute  to  the 
pinch phenomena or change in arc voltage. The lower portion of Fig. 10  i l lus- 
t ra tes  a similar  thermal  pinch effect within  the  induction plasma torch.  With 
argon  the  induction  arc is relatively  large; as nitrogen is added to the  argon 
the arc can  be  seen  to  visually  contract   unti l   pure  nitrogen  operation is reached. 
A s  hydrogen is added  to  argon it becomes  obvious  to  the  operator  that  the re- 
s i s tance  of the  arc  is being  drastically  increased  and  the  arc 's   diameter  rapidly 
reduced. 
Other  things  affecting arc size are gas velocity  and gas velocity  pro- 
file produced by the gas injector. For example higher velocities through the 
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torch  tend  to  constrict  the arc at a given  power.  With a 1-1/2 in .   tube 
this constriction is not  noticeable  in  the  range of 50 to 150 SC,FH, how- 
ever, as one raises the gas flow  to 300  SCFH the  arc s ize   can   be   seen  
to be reduced  by 20 percent.  When  using  such  high  flows  the gas must 
be blown  up the  wall   in  annular  fashion so that   the  arc is not  overly  dis- 
turbed.  In  the case of argon a flatter velocity  profile  can  be  used , how- 
ever ,  a noticeable  increase  in arc res i s tance  is noticed.  In  the case of 
diatomic  gases ,   essent ia l ly   no gas can  be  blown  up  the  center  core (ex- 
cept  as a small diameter gas jet issuing from a water  cooled  probe)  without 
excessively  disturbing  and/or  extinguishing  the  arc.  The  diameter of a given 
s i z e  arc can  be  increased by increasing  power  to  the  point of wall  failure. 
Figure 11 shows  the  operating limits of a 2 in. tube operating in the Model 
66 torch  with  argon  and  nitrogen.  One  can see from these  curves  that   the 
operating limits discussed  previously , i .  e. at high  powers  the  containing 
tube fails , at too  low a gas flow  aerodynamic  forces  on  the  arc  are  not 
adequate  to  maintain it stably  within  the  center of the  tube  and it moves 
off the axis resulting  in  tube  failure. At  low  powers a point is reached 
where  ionization  cannot  be  maintained,  resulting  in arc extinguishment. 
It  was  not  clear  when  these  investigations  were  begun: 1) whether 
plasmas acted as  more  conventional  solid  loads  within  the work co i l ,  2) 
whether  the effect of particular  torch  construction  had  an effect on  induction 
heating efficiency. A comprehensive calorimetric investigation was therefore 
instituted  to  better  understand  system  performance , develop  experimental 
”feel” and  techniques  for  optimizing  system  performance,  and  provide a base  
of knowledge  for  future  work. 
Dundas shows the efficiency of power input to a solid 
load is: 
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where D = inside diameter of work co i l ,  H = height 
of work co i l ,  d = diameter, of load, h = height of load,  
? = resist ivity of load, = resist ivity of work coil 
material (copper) 
For the  gaseous  system  used  this  formula  can  be  simplified  to: 
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where K is a constant 
A theoretical  curve is shown on Fig. 1 2  in  order  to  compare  with  experimental 
data. T h i s  formula assumes constant osci l la tor   and  t ransmission  losses   which 
is essent ia l ly  correct for a load/coil  diameter  ratio (d/D) greater  than 0 . 2 .  
It was  first  experimentally  determined  that  the  plate  power  to  the load 
obviously varied with  grid  drive  and  reached a maximum with  the  machine  used 
at  1.1 grid amps (see Fig. 13A). Operating the grid drive above and  below  the 
optimum point  resulted  in a reduction  in  efficiency:  for  example , at 1.1 grid 
amps  and all the  components of the  circuit  optimized,  the  power  into  the steel 
load  calorimeter  was 73 percent.  When  the  grid  current  was  increased  to 1 .5  
amps  the  percent of plate  power  into  the  load  was  reduced  to 6 6  percent.  This 
was  not  the case when a plasma was  substituted  for  the steel load. Note in 
Fig. 13B that  the  percent of plate  power  to  the  plasma  leaving  the  torch  rises 
continuously as  the  grid  current is increased up  to   the  maximum recommended 
rating of the  oscillator  tube. The grid current therefore should be operated a t  
relatively high values  with all plasma tests to  maximize  efficiency  and  pro- 
duce  comparative  results. A l l  plasma test results  reported  used  grid  currents 
in  the  range of 1 . 2  to  1.4  grid  amps.  Values  lower  than  1.5 amps  were  used 
on  recommendations of the  tube  manufacturer  who felt that  continuous  opera- 
tion at 1 . 5  amps would  detrimentally affect tube life. 
Figure 1 2  shows  the effect of varying  the  load  diameter  in a fixed  coil. 
It was  determined  experimentally  that  the  coil  configuration  in  the  Model 66 
torch , which  involved  water  flowing  over  the  coil,  produced  similar  results 
t o  a similarly  shaped  copper  tube  coil  in  which  the  water  flowed  through  the 
copper  tubing  and  the space between  each  coil  filled  with  air. The data  shown 
i n  Fig.  1 2  then is applicable  to  copper  tube  solenoid  coils as well  as the  par- 
ticular  water  cooled  torch  design  used in  the  plasma  torches  tested  here. A s  
a generalization, it can  be  seen  that   the  oscil lator  tube  loss  in a properly 
matched  circuit is in  the  range of 20 percent  and  that  the  oscillator  loss  (tun- 
ing  inductor,  capacitor,  and  high  voltage  transmission  line) is 2 to  3 percent. 
The inductor  coil I R loss   increases  as  the  load  diameter is decreased  due  to  
poorer  coupling  and  resulting  higher  r. f .  currents  for a given  power  input.  Like- 
wise,   dielectric  heating of the  water  within  the  torch  increases  slightly as the 
load  diameter is reduced  because  the  higher r .  f .  currents  increase  the  voltage 
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drop  between  coil  turns. It can  be seen from this  figure  that maximum power 
to the  load is achieved  with  high  ratios of load to coil diameter. From a 
practical   standpoint  the  arc  load  cannot  be made as large as  a metal load  in 
a given  coil.  This comes about  because of the  need  for a tube  to  contain  the 
gas  and  physically isolate the coil from the  arc  region.  In  addition  to  this , 
a cold  gas  sheath  must exist between  the  tube  and  the arc to  prevent  over- 
heating. This space is in the range of 1/4 in. to 1/2 in .  in  a 3 in. tube. 
With the 1/4 in. dimension and 0 .100  in. allowed for the thickness of the  
plasma  containing  tube,  this  gives a load to coil  (d/D) ratio (3 in. tube) in 
the  range of 0.73.  This is a typical maximum d/D ratio for  torches  in  the 
range of 3 in .  If double  walled  quartz  tubes  are  used  to  contain  water  and 
the  conventional  solenoid  coil is located  outside  the  second  tube  the effi- 
ciency is reduced  another 5-10 percent. 
It is further  shown  in  Fig. 1 2  that   the maximum percent of plate  power 
in  the  plasma  leaving  the  torch is in  the  range of 50 percent  in  the  torches 
used  in  this  program. Arc diameters  in  the  torch  were  measured  using a mirror 
system  focused  into  the exit end of the  torch. A calibrated  grid  was  placed  on 
the  mirror  for direct  measurement of the  arc  diameter  which  was  assumed  to  be 
the same as the  bright 'core  seen by eye  and  shown  in a typical  photograph  in 
Fig. 1 4 .  A s  a generalization, approximately 70 percent of the plate power 
ends up in  the  arc  region  within  the  torch, of which  approximately 20  percent 
is los t  by  convection  and  radiation  to  the  wall as the  hot  gases  travel  out of 
the device.  The data presented in Fig. 1 2  was developed with a 3 i n .  plasma 
containing  wall  operating  in  the  range of 75 kW plate  power  except  for  desig- 
nated  points  which  indicate  this  data is applicable  to  other  diameters  and  geo- 
metries up to   the  3 in .   t es ted .  A similar curve was developed for the Model 56 
torch with a 1-1/2 in. containing tube operating at 40 kW plate power. This 
smaller  unit  when  operated at twice  the  power  density  within  the  tube  produced 
47  percent of the  plate  power  in  the exit gas. The metal calorimeters  used  to 
generate this information are shown in Fig. 7 . Results were not affected by 
the axial position of the  calorimeter as  long as it was  completely  within  the 
co i l ,  i. e. the coil could  be  located  in  the  middle of the  calorimeter or at its 
end  without  affecting  the  heat  balance. 
This  work  did  point  out  an  obvious , simple  experimental  method of 
determining  when  the maximum efficiency of any  circuit  has  been  obtained, 
that  is to  measure  and  minimize  the  percent of plate  power  dissipated  in  the 
oscil lator  tube.  
1 2  
Pure  Hydrogen 
One of the  objectives of th i s  program was  to  heat  pure  hydrogen in- 
ductively  and  produce  large  diameter # low  velocity,  high  enthalpy jets for 
transmissivity  investigations.  The approach  taken  was to test existing  water 
cooled plasma torches at the  50 kW r.f. power level. Previous  investigations 
with  hydrogen  were  limited to approximately 25 kW r . f .  power. A t  this  power 
level when  using a 1-1/2 in.  diameter  water  cooled  quartz  tube  approximately 
70 percent  hydrogen  could  be  added  to  argon  before  the  arc  contracted  to a 
diameter  where it extinguished.  The work reported  here at the  higher  power 
levels did  not  improve  the  percentage of hydrogen  in  argon  for  two  reasons: 
first,   with  quartz  containing  tubes I larger  torches  were  required  to  contain 
the  plasma  resulting  in a negligible  increase  in  power  density  over  previous 
tests: secondly,  when metal containing  tubes  were  substituted  for  quartz less 
favorable  load  to  coil  ratios  resulted  in little effect on power density. Con- 
siderable  insight  into  the problem has  been  obtained  however  and many appa- 
ratus  problems  which  did  not  come  to  light  with  prior  short  run tests have  been 
solved . 
The equipment  used  for  this work  (shown  in Fig.  3 )  has  been  previously 
described.  With  the  calorimetric  apparatus it was  possible   to  select circuit 
components  and  the  torch  coil so that  optimum coupling  resulted, i .  e.  maximum 
power  into  the  load  and minimum oscillator  tube loss. 
The torches  used  for  this work were  the  Model 56 and 66 shown in Fig. 
4. The equipment was operated in a conventional manner: igniting with argon I 
turning up the  dc  plate  power  to  approximately 18 kW , and  then  adding  hydrogen. 
Hydrogen  addition  caused  arc  constriction  and  power  was  increased  to  maintain 
operation. This step-by-step hydrogen addition-power increase process was 
repeated  until  the maximum power of the  machine  was  reached at maximum hydro- 
gen  concentration. The power could not be turned up t o  maximum with argon 
alone  s ince  the plasma containing  tubes  would  not  contain  the  resultant  large 
diameter  arc.   Many  series of tests were  run  to  optimize  the  various  parameters 
of the  torch  and  circuit ,   since  load  characterist ics  varied  over  wide  ranges as  
power  and  hydrogen  concentrations  were  changed. 
It  was  obvious  when  operating  with  high  hydrogen  concentrations  that 
radiation from the plasma increased considerably. Since hydrogen is not con- 
sidered a good  radiator  the  increase  in  radiation  intensity is probably  caused 
by  higher  power  densities  and  resulting  higher  argon  temperatures. The heat  flux 
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on the  quartz  tube became so high at  hydrogen  percentages  above 50 per- 
cent that  devitrification  occurred after one  to  two  minutes of operation. 
This  resulted  in stresses and  eventual  cracking of the tube. The percentage 
of plate  power  leaving  the  torch as heat   was  in   the  range of 20 t o  3 0 per- 
cent  (compared  with 50 percent air operation)  with  the  additional  loss  occur- 
ring within the torch. The metal calorimetry discussed previously showed 
that  load coil losses   wi th  metal calorimeters  simulating  the  plasma  load 
were  normal  and of a low value , i .e.  20 percent  tube  loss  and 70  percent 
plate  power  to  load. The added  losses  to  the  torch  when  operating  with  the 
high  hydrogen  concentrations  compared  with  air  then  were  due  to  convection, 
conduction  and  radiation  to  the  torch  walls from the  arc  and  hot  gases.   Later 
work with a high  velocity  gas  sheath  near  the  wall  eliminated  the excessive 
convective  and  conductive  heat  transfer  to  the  wall  and  showed  that  the effic- 
iency could be increased by approximately 20 percent. This gives an indica- 
tion of the  order of magnitude of the  convection  and  conduction effects. It 
was  determined  through  analysis of failures  that as  the  power  and  hydrogen 
concentrations  were  increased  the  quartz  wall  usually  failed  about 1 in .  
downstream of the coil region (toward the exit of the  torch).  It  appeared 
that  the  hydrogen plasma was  diffusing  to  the  wall   in  this  region  and  i t   was 
this  additional  heat f lux  which  caused  failure. 
Attempts  were  made  to  run a t  the minimum flow  rates  which  continued 
to maintain  the  arc  centered i n  the  tube  to  determine i f  this  would  improve 
hydrogen concentration at which the apparatus could be run. However, when 
this  was  tried  failure of the  quartz  tubes  occurred  in  the  coil  region  close  to 
the  center of the  coil   where  the  largest   diameter of the  arc   exis ted.  Tests of 
2 in .   and 3 in.  quartz  tubes all pointed  to  these same failure  problems  in  the 
range of 50 to  60 percent hydrogen in argon. Numerous attempts to solve the 
problem  by  conventional  means  such as  higher gas flows,  extension of water 
cooled  metal  torch  ends  closer  to  the  coil from the  front  and  rear of the  torch 
(to act as  heat  shields),   careful  cleaning of quartz  to  prevent  radiant  energy 
pickup,  use of smaller  exit  nozzles,  were  tried  without  significant  improve- 
ment. 
It was  obvious from the  above  quartz  containing  wall work that  a wall  
capable of withstanding  higher  heat  fluxes  was  required. The obvious solution 
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was a water  cooled  copper,  and  based  on  previous metal wall  experience 
and  the  requirement  that  the  wall  be  permeable  to  the electric field,  a  seg- 
mented  copper  wall  was  fabricated  for  the Model 66 torch  under test. Such 
a metal walled device is shown in Fig. 15. This device consists of a number 
of 1/8 in.  diameter  copper  tubes  soldered  into  manifolds at either  end  and 
spaced approximately 0.010 in.  apart .  This design provides a simple method 
of constructing a water  cooled  wall of minimum thickness to maximize  load  to 
coil  ratio  and  to  provide  narrow  enough  strips  to  permit  the electric field  pro- 
duced  by  the  induction  coil  to  pass  through  without  excessive  energy  absorp- 
tion. 
Standard  torches  were  modified  (Fig. 15) s o  that   the metal walls  could 
be inserted inside the existing torches and quartz tubes. This  permitted maxi- 
mum testing  with minimum fabrication  effort  using  standard  gas  flow  pattern 
generators  and  torch  components.  Obviously , the metal walled  device  reduced 
the  diameter of the plasma containing  tube  (using  a  constant  coil  diameter)  and 
thus  the  arc  diameter.  Later  in  the program larger  diameter  metal  walls  were 
fabricated  to simulate the  inside  diameter of the  original  quartz  tubes.  When  this 
was  done,  however,  the  coil  diameter  had  to  be  increased  beyond  that  in  the  con- 
ventional torches. In either case, it was not possible to exactly duplicate the 
coil  and  containing  tube  diameters  with  the  metal  and  quartz  walled  torches , and 
this  resulted  in less favorable  load  to  coil  diameter  ratios  for  the metal units.  
The  performance of the  torches  with  and  without a segmented  metal  containing 
wall  is shown  in  Table 11. It   can  be  seen from this  table  that   the  oscil lator  tube 
loss   was  in  the 14-20 percent range, indicating good circuit matching. It can 
also  be  seen  that   when  the steel calorimeter  was  operated  inside  the  coil it re- 
ceived  the same amount of energy  irrespective of the u s e  of the  metal  wall (Runs 
3 and 4 ) .  In addition, good agreement with the calorimeter-load to coil diameter 
data presented in Fig.  1 2  is obvious. 
The metal  wall,  then,  solved  the  heat  flux  problem  and  provided a means 
of operating at  higher  hydrogen  concentrations  continuously  without  torch  damage 
and  deterioration.  Well  designed  units  were  fabricated  for  each  tube  size  inves- 
tigated  and  further  quartz  tube  work  with  premixed  hydrogen-argon  mixtures  was 
discontinued. 
Considerable  effort  was  devoted  to  maximizing  hydrogen  percentage at  a 
given  power  level  using  the metal walled  device  and  the maximum power  avail- 
able (88 k W  plate power). Typical data comparing system performance with the 
metal walls of various  diameters  and  premixed  hydrogen-argon  and  air is given 
in Table 111. This table includes comparative steel load data using steel calo- 
rimeters  close  to  the  observed  diameter of the  arc  under  the  hydrogen  concentra- 
tions  indicated. The heat  remaining  in  the  gas  leaving  the  torch is in  the  range 
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of 20 percent.  This  low  value is caused  for  two  reasons: first, it can be seen  
from the  comparable steel load  data  that  the  coupling  efficiency  was very low 
due  to the  poor  load  to coil diameter  ratio;  secondly,  the  high  convection, con- 
duction  and  radiation  losses  with  hydrogen as discussed  previously  were  appar- 
ent.  The identical  equipment  when  operated  with  air  produced  efficiencies of 
35 percent as indicated  in Run 7 .  This  was  almost  twice  the  efficiency of the 
hydrogen-argon arc load with other conditions equal. Run 8 shows operation 
(identical   to Run 7) without  the metal wall;  by  comparing Run 7  and 8 the effect 
of the metal wall  on  efficiency at this  diameter  range  can  be  seen. 
An envelope of experimental  hydrogen  power  data is shown  in  Fig. 1 6 .  
Within  the  power  range  available it was found that  the maximum hydrogen  con- 
centration  which  could  be  run  reliably  was 65-70 percent. From the  data  pre- 
sented it can  be  seen  that  it was  difficult   to estimate the  power  required  for 
1 0 0  percent  hydrogen  due  to  the  narrow  data  spectrum , however,  extrapolation 
of this  data  indicates  plate  power levels in  the  range of 160  kW would be  re- 
quired to achieve  operation. 
A second  approach to operation a t  higher  hydrogen  concentrations  in a 
premixed  torch  design .is through  the  use of higher  frequencies. The equipment 
available  for  the work reported here was limited to 7 MHz.  The previous data 
indicates  the effect of plate  power  on  percent  hydrogen  which  could  be  run  in 
the  3 . 5  MHz range. The effect of frequency  on  hydrogen  percentage is shown 
in Fig. 1 7 .  Extrapolation of this   data   again is difficult  because of the narrow 
data  range;  however,  the  trend  appears  unmistakable, i. e. higher  frequencies 
permit higher hydrogen concentrations. This trend appears even more obvious 
to  the  operator of the  equipment. The addition of hydrogen becomes much easier 
and  the  arc  more  stable as frequency is increased. From this  data it would appear 
that   frequencies  in  the  range of 15   t o  2 0  MHz would  permit  pure  hydrogen  opera- 
tion at one atmosphere and 80 kW r .f .  Some tests were conducted in the 10-14 
MHz range  on  an  existing 1 0  kW power  supply  to more positively  identify  this 
trend  but it was  soon  determined  that  powers  much  greater  than  this  would be 
required  to  achieve  high  concentrations of hydrogen  in  this  frequency  range. 
Low Pressure  Operation 
Because of the  unsuccessful  at tempts  to  operate on pure  hydrogen  with 
the  power levels and  frequencies  available as  discussed  previously,  preliminary 
tests were  run  with available torches at low  pressures.  A water  cooled metal 
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calorimeter as shown  in  Fig. 7 was  mounted on the exit of the torches under 
investigation  and  the  outlet  connected to a vacuum pump. The calorimeter 
cooled the exit gases  from the  torch to approximately 125OF. so that  the  torch 
and vacuum pump could,be operated continuously. The pressures used (125 
torr) are still in the thermal arc regime”  which  has a transition at 50-100 torr 
to a glow  discharge. 
i. 
Investigations  were  conducted  with air and  nitrogen to determine if  
operation  could  be  sustained at lower  powers at lower  pressures I the  reason- 
ing  behind  this  being  that  gases  are more easily  ionized at  lower  pressure  and 
that  the  thermal  pinch effect would  become less I thus  sufficient  ionization for 
stable  operation  would  be  maintained at significantly  lower  powers  (hopefully, 
within  the  power  range  available).  Results of these tests were  quite  disappoint- 
ing.  
It was  determined  that  conventional  operation  could  be  sustained at low 
pressures  with  argon,  however,  arc  radiancy  and  diameter  appeared  identical 
to one  atmosphere  operation  when  comparing  125  torr  with  one  atmosphere  opera- 
tion.  It  was  not  possible  to  operate  with  air at low  pressures  with  the  standard 
quartz  containing  tube  because of quartz overheating. Air was  operated at low 
pressures (see Table I) with  the metal containing  wall  discussed  previously, 
however I arc  voltages,  arc  diameters I and minimum powers  and  efficiencies 
were  identical  when  compared  with  one  atmosphere  operation. It was  therefore 
concluded  that  low  pressure arc regime  operation  in  the  ranges  investigated 
would  not  improve  percent  hydrogen  capability. It should  be  noted  that it is 
possible to operate  hydrogen  in  the  glow  discharge  region (30 torr) a t  2 k W  and 1 6  
MHz, but  this arc regime  was  not  investigated  here. 
Sheath  Gas  Operation 
A second  objective of the  program was  to  achieve a stable  sheath gas 
system  operating  with a core of argon  and a high  velocity  sheath of hydrogen. 
Figure 2 is a  schematic of a system which  has  been  found  to  operate  quite satis- 
factorily at power  ranges  to 88 k W  plate  and  hydrogen  to  argon  velocity  ratios  in 
the  range of 10-6O:l. A specific  model  operated  successfully is shown in Fig.  
9 .  It was  determined  that metal and  quartz  plasma  containing  walls  worked 
equally  well  with  hydrogen  sheath  flows  over 1 I 000 SCFH utilizing  this 3 in.  
diameter system. The quartz tube failure problems which plagued premixed 
hydrogen  operation  and  required  substitution of metal walls for  quartz  to  main- 
tain continuous operation were eliminated. The quartz wall is adequately pro- 
tected  by  the  high  velocity  sheath of hydrogen  and  the  hot  gases are prevented 
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from diffusing to the quartz wall. This experimentally demonstrated that 
the major  reason  for  quartz failure in  the  conventional  premixed  hydrogen 
work was  due  to  the  added  convective  and  conductive  heat  transfer  to  the 
wall  with  hydrogen. 
The  main  requirement  for  satisfactory  operation of the  system  was 
found to  be  the  addition of a separating  wall  between  the  argon  and  the 
hydrogen  which  was  permeable  to  the electric field  produced,  thereby  per- 
mitting  the  arc  to  be  initially  established  within  the  argon  flow stream be- 
fore it began  to mix  with  the  hydrogen.  It  was  determined  that  the specific 
position of the  end of this  electrically  permeable  wall  relative  to  the  first 
coil  of the  inductor  was  not  critical, i .e. operation 1/4 in.  before  the  in- 
ductor and 1 in. into the coil produced similar results. Designs which 
used  a  cooled  or  uncooled metal ring i n  place of the  quartz  separator  tube 
shown  did  not  produce  satisfactory  operation  and  the  arc  established it- 
self in  front of the  separator  tube  permitting little hydrogen  sheath  flow  be- 
fore arc extinguishment occurred. Typical performance of this  device is 
shown i n  Table IV. It should  be  noted  that  load  to  coil  diameter  ratio  with 
this  system is as   favorable   as  premixed  torch  designs  previously  studied. 
Most  satisfactory  operation  was  achieved  with  annular  flow  in  the  hydrogen 
sheath  region  rather  than  swirl  gas.  It  also  appeared  that  buffer  gas  flow 
which  produced  equal  velocities of argon  and  hydrogen  in  the  transition 
region  produced  more  stable  arc as demonstrated  by  high  speed  photographs 
and  observation of dc  plate  voltmeter  and  ammeter  stability. A photograph of 
the  assembled  sheath  system is shown i n  Fig. 9 and the end view of a metal 
walled unit operating in Fig. 18 .  
A stable  sheath  gas system has  thus  been  developed  which  will  permit 
continuous  operation of hydrogen  to  argon  velocity  ratios  greater  than 30: 1 
with  no  operating or apparatus  failure  problems  at  the 88 kW plate power  avail- 
ab le .  The measured operating limits of this sheath system are shown i n  Fig. 
1 9 .  The maximum power l i m i t s  of both the metal and quartz containing walls 
are  estimated  based on 7OoF. a s  being the  maximum tolerable  cooling  water 
temperature rise. The minimum power l i m i t  is caused by arc extinguishment. 
Preliminary tests were  run  seeding  the  hydrogen  with  carbon  black  to 
determine its effect on operation. From these tests it appears that the carbon 
black  seeding i n  the  hydrogen  sheath  gas  does  not  affect  electrical  coupling 
characteristics of the  system. 
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Powder  Injection  into  the Arc Region 
In  the  gaseous core nuclear reactor engine  uranium  will be injected 
into the  fireball.  Preliminary tests were  run  with  the  arc  system  described 
herein to simulate  the  injection. 
The  Model 58 torch (1 in.  i .d. , uncooled  quartz)  was set up  with  the 
flame operating  in a downward direction as  shown in Fig. 20 .  Both 200 micron 
silica and  tungsten  powder  were fed from a feeder  located  in  the  upper  part of 
the  photograph  through a plast ic   hose to a 1/8 in.   diameter  hole  located  on  the 
axis of the  quartz  containing  tube  and  exiting  into  the  tube  about 2 i n .  above 
the  arc  region. The powder was then allowed to free fall to  the  arc.  Normally 
when  this  torch is used for melting  powders a 1/4 in.  water  cooled  probe  with 
a 1/16 in.   central   hole is positioned  about  1/4  in.  into  the  top of the  arc   region,  
and  adequate  carrier  gas  used  to  push  the  powder  into  the fireball region.  With 
this  latter  arrangement  powder  can  be  made to penetrate  the  arc  region.  Further 
observations of this  phenomena  have  been  made  during  this  program  with  the  idea 
that  materials  addition,  retention t i m e  of gases within  the  arc  region,  and  flow 
patterns  are  important  and  related to gas core  technology  in  that  they  will  influ- 
ence  maximum uranium  retention times in  the  final  motor. 
It  was  determined  that  the  arc  acted as a solid  impenetrable  body  with 
gas  flowing  around.  When silica and  tungsten  particles  were  dropped at free 
fall velocities  onto  the  top of the   a rc  as shown  in Fig.  2 1A they  appear  to  bounce 
off at  an  angle   re la ted  to   the  curvature  of the  plasma at the  point of impact. In 
addition, small jets of gas impinging  on  the  surface  deflect at a similar  angle. 
High  speed  photographs (a few  frames of which  are  reproduced  in Fig. 21B) vividly 
demonstrate this phenomena. Individual particles can be traced and their deflec- 
tion  demonstrated. A t  this  point  the  reason for this phenomena is not understood, 
however, it has  been  demonstrated  by  others1’ I I2a similar  phenomena  occurs  in 
dc   a rcs .   In   one  case” it has been shown through high speed photographs that 
a dc   a rc   s tab i l ized   in  a supersonic  air  stream acts as  a solid  strut  with  particles 
within  the  arc  travelling  perpendicular  to  the  supersonic stream and all gas  flow 
flowing  around  the  arc  region. It thus  appears  that  the  high  temperature gas 
region  produced  by  an electric arc  creates  an  unusually  impenetrable  media  due 
to  gas  expansion,  magnetic  properties,   high  viscosit ies  or  some  other  physical  
phenomena unexplainable at this  point. The demonstration of the phenomena with 
d c  as well  as high  frequency arcs would  indicate  that it has  no  relationship  to  the 
r . f  . field produced  in  the  equipment  under  investigation  in  this  program. 
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CONCLUSIONS 
The  work has   resul ted  in  a clearer  understanding of the  relationship 
between  the  parameters  affecting  induction  heating of gases ,   an   a s ses smen t  
of the  problems  connected  with  pure  hydrogen  heating,  and  the  development 
of specific  hardware  for  electrically  simulating a gas  core  reactor.  
Specific  conclusions  are as follows: 
1) It is possible  to  simulate  with a steel calorimeter, 
the  loading  characterist ics of an  induction  plasma 
a r c   t o  a 4 MHz or 450 KHz induction  heating  power 
supply - 
2) The  induction  plasma  arc is an  excellent  load for 
heating  by  this  technique  and 70 percent of the   dc  
plate power can be coupled into the arc load. Radia- 
tion,  conduction  and  convection  losses from the  plasma 
within  the  torch  before it leaves  the exit nozzle  vary 
with  torch  geometry,  torch  construction , and  gas  type. 
The water  cooled  torches  used  in  these  investigations 
had  plasma  containing  tubes of 1.1 to  3  inches  i .d.  
With  this  apparatus  the  free  plasma  exiting from the 
devices  contained  approximately 50 percent of t he   dc  
plate  power  with air operation  and  15-30  percent  with 
70 percent  hydrogen  in  argon. 
3)  C,ontinuous  operation of a metal walled 1.1 , 2 and 3 
in.  i .d.  induction  torch  has  been  demonstrated at 80 
kW plate  power (4 MHz) and 70 percent  hydrogen  in 
argon. Extrapolations of experimental data indicate 
a t  least 160  k W  plate  power  will  be  required  to  sus- 
tain  pure  hydrogen  operation  at  the  above  frequency, 
and  above 20 MHz will   be  required  to  sustain  pure 
hydrogen at 88 kW plate  power. 
4)  Three  inch  i.d.  quartz  and metal wal l   sheath  gas  
systems  have  been  developed  and  run  continuously 
without  deterioration  using a 2 in.  argon  core  in  the 
center (125 SCFH typical)  and  hydrogen  gas  in  the 
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surrounding 1/2 in. thick sheath (5 ,000  
SCFH typical). This unit operates over a 
wide  range of hydrogen  sheath  flows from 
1 , 0 0 0  to  5,000+ SCFH at 80 k W  plate  power. 
A clear walled  torch  permitted  viewing  the 
arc and  mixing  regions  during  operation. It 
should  be  noted  that  over 98 percent  hydrogen 
in  argon  has  been  run  continuously  with  this 
system as compared  with 70 percent  with  the 
premixed test discussed in (2) .  
5) Attempts to operate  hydrogen-argon  mixtures 
at  arc  pressures in the  range of 100  to  700 
torr (4 MHz and 80 k W  plate power) did not 
increase  the maximum hydrogen  capability of 
the torch. It was also noted during these 
lower  pressure tests that  the  arc  diameter  and 
overall  torch  efficiency  (heat  to  plasma)  changed 
little with  pressure. 
Particle  drop  experiments  and  photographs  are 
discussed  in  which 200 micron  tungsten  and 
sil ica  was  seen to bounce off the  arc  within 
the induction torch. These observations indi- 
cated  the  apparent  hardness of the  arc  and  the 
probability of negligible  gas  flow  through  the 
arc  region, i .e.  the  arc acts a s  a solid strut 
with gas and powder flowing around it. This 
has  significance  in  that  this may indicate  the 
possibility of long  retention times of material 
within  the  heat  addition  region--a  desirable 
feature  in  the  proposed  gas  core  reactor. 
c 
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TABLE I 
ENERGY DISTRIBUTION IN  INDUCTION PIASMA TORCH WITH 1.1” I . D .  METAL CONTAINING 
 WALL^ AT VARIOUS PRESSURES IN ARC REGION USING 11 5 SCFH AIR 
Run no. 1 2 3 4 5 6  7 
P la t e   amperes  . . . . . . . . 7 
P l a t e  volts . . . . . . . . . 9400 
Arc p r e s s u r e  (mm) . . . . . . 760 
DC  plate   power  kW . . . . . 65.8 
L o s s  to oscillator tube, X . 22.6 b 
Loss to t a n k ,   t r a n s m i s s i o n ,  ’% 2 .8  
Loss to metal w a l l ,  X . . . 30 .0  
Loss to torch ,  X . . . . . . 19 .8  
Hea t  in  gas leaving  torch 
(by calorimeter), X . . . . 32 .4  
TOTAL ’% . . . . . . . . . . 107.6 
6 
8300 
250 
51.8 
22.9 
2 .6  
1 9 . 5  
1 6 . 0  
36.8 
97 .8  
5 
7900 
250 
3 9 . 5  
22.5 
3 .7  
2 2  .o 
21.9 
37 .2  
107.3 
7 
9300 
250 
65.1 
21.3 
2 . 5  
27 .1  
16 .1  
31.4 
98.4 
7 
9000 
125  
63 . O  
21.7 
2.4 
25.7 
14 .8  
31.2 
9 5 . 8  
7 .1  
8900 
190 
63.2 
23.6 
2.5 
24.2 
14 .6  
32.1 
97.0 
7.1 
8800 
250 
63.5 
24.0 
2.5 
23.9 
15 .0  
33.6 
99.0 
a 
bSee  f igure  5 .  
See   f igure   15 .  
N 
(A 
- 
Run 
no. 
- 
1 
2 
3 
4a 
Meta l  
wa l l  
i . d .  
1.1" 
1 . 5 "  
2 .5"  
None 
TABLE I1 
COMPARISON OF METAL AND QUARTZ WALL TORCH PERFORMANCE 
USING STEEL CALORIMETER LOAD 
d/D 
Load/Coil 
0 .45  
0 .35  
0 .58  
0 .58  
Pla te  
kW 
57.3  
55 . O  
79 .O 
66.0 
Plate   power  energy  dis t r ibut ion - 'X 
Calorim-  Osc.  MetalTor h  ank 
e t e r   t ub   wa l l  coil c i rcu i t  
51 .3  19 .0  9 . 8  1 4 . 4  3 . 7  
48 .0  19 .4  6 .8  1 8 . 6  5.4 
63 .6  18 .2  3 . 0  15 .8  2 . 7 ,  
62 .5  14 .4  0 16 .3  3 . 5  
Torch mode l  
56 - with metal wall. 
66 - with metal wall 
66 - with metal wall 
66 - without metal wall 
aTorch  identical  to run 3 in all r e spec t s   excep t  metal wal l   removed.  
TABLE I11 
PERFORMANCE OF METAL WALLS IN  PLASMA TORCHES~ WITH METAL? 
AIR, HYDROGEN-ARGON PLASMA LOADS AT 3 . 1  - 3.5 MHz 
Run no. 
Load 
Quartz  i .d. . . . . . . . 
Coil  turns . . . . . . . . 
Metal  containing  wall i. d .  
L o a d .  . . . . . . . . . . 
% Hydrogen in argon . . . 
Total gas flow SCFH , . . 
KW plate power . . . . . 
% Plate Kw 
To oscillator tube . . . 
To tank circuit . . . . 
To torch . . . . . . . . 
To steel load . . . . . 
To metal wall  . . . . . 
To plasma  leaving  torch 
1 
Steel  
3 
5 
2.5 
Steel  
( 0 . 8 2 " )  
0 
0 
50.7 
2 3 . 4  
5.2 
36 .0  
2 7 . 6  
5 . 9  "_ 
2 
Plasma 
3 
5 
2.5 
Arc 
( 1  "1 
50 
H Ar. 
2 3 8  
7 5 . 4  
16 .2  
3 .3  
3 1 . 3  
30 .5  
1 8 . 7  
"- 
3 
Steel 
2 
5 
1 . 5  
Steel  
(0 .82")  
0 
0 
55.0 
19.4 
5 .4  
1 8 . 6  
48.0 
6.8 
"- 
4 
Plasma 
2 
7 
1 .5  
Arc 
( 1 " )  
67 .0  
H Ar. 
299 
82.3 
1 7 . 8  
2.6 
2 1  .o  
35 .6  
23 
"_ 
5 
Steel  
1.5  
7 
1.1 
Steel  
(0 .82 ")  
0 
0 
57.3 
1 9  .o 
3 . 7  
14 .4  
51.3 
9 . 8  "_ 
6 
Plasma 
1.5 
7 
1.1 
Arc 
(3/4") 
56 
H Ar. 
3 0 9  
78.6 
21.2 
3 . 1  
13  .O 
43.8 
1 8 . 8  
"_ 
7 
Air 
1.5 
7 
1.1 
Arc 
(3/4 "1 
0 
Air 
113 
8 1  .O 
21.9 
2.8 
11.8 
29.6 
35 .0  
"_ 
8 
Air 
1 . 5  
5 
None 
Arc 
(1") 
0 
Air 
113 
47 .5  
21.6 
4.3 
28 .6  "- 
-" 
45.7 
aModel 56 & 66 torches - see figure 1 5 .  
bDiameter  chosen  to  simulate  plasma  diameter. 
TABLE IV 
TYPICAL INDUCTION PUSMA SHEATH GAS HEATER PERFORMANCE 
USING 3"  QUARTZ TUBE, 2 "   SEPARATOR^ 
% 76 Length 
% osc. % MHz quartz  Torch Argon H2 H2 
Kw Plasma tube  Torchcircuit  sepi.rator  turns  core  sheath  buffer 
84.2 43 .O  25 .O  28 .6  3 . 4  1 / 2 "  3 120 3100 850 
8 7 . 5  4 5 . 7  22 .o 28.6 3 . 7  1 " 3 120 3100 1000 
78.9 40 .9  24.2 28.9 6 .0  1 /2 " 2 120 3150 850 
72.2 39 .2  25.4 30 .2  5 . 2  1 " 2 120 2800 "- 
69 .1  3 1  . Y  23 .O 4 1 . 2  3 .9  1 /2 " 5 120 2800 1000  
74.5 3 8 . 5  23.9 35.0 2 . 6  1 " 5 120 2900 900 
aSee  f igure 8 .  
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